
Remarkable 
capability. 
Now playing on 
a touchscreen 
near you.

Scan Station 100 Plus



How can you ensure that everyone in your business has the information they need? How can you s
The Kodak Scan Station 100 Plus offers you a powerful desktop solution—a multi-purpose device t
100 Plus is packed with pluses that make it easy to use, provide enhanced security, aid system adm

Capture documents. Send them
Make the most of the informati

Email address lists Fax numbers Printers Portable USB drives

Scan in one 
language and 

perform OCR in 
up to 14 other 

languages

Benefits for your business

or software to purchase

Inbound and 
outbound fax 

capability available
Scan a multiple-page 

batch and create 
single-page PDFs

Like searching for email 
addresses, search net-
work folder groups for 
specific destinations

Add unlimited 
documents to a 

batch in progress

EXPERIENCE
EASE OF USE

One-button 
scanning and 

sending



hare information, while lowering costs and saving time? 
that easily scans and sends information. The Scan Station 

ministration and enable ergonomic operation.

m anywhere. 
on they contain.

Peace of mind with Kodak Service & Support

Network folders And more

Be sure of security

for an extra level of security

portable USB drives to ensure your 
data stays where you want it

Designed for system administration

destinations into one task

and Destinations preview screen

Get your hands on excellent ergonomics

work environment

cards and other small documents

You’re covered when you put our certified service and support 
professionals on the job. You’ll have peace of mind that frees you 
to do what you do best—run your business. 



Connectivity 10/100 Base T, no host PC required

Output Methods Scan to network share, scan to print, scan to e-mail, scan to fax, scan to portable USB drive,
scan to FTP (anonymous, authenticated, with proxy support)

Network Protocols TCP/IP, SMB, authenticated SMTP (login, plain text, CRAM, NTLM), DHCP (or static),
NT domain authentication

Security Features PDF private key encryption, optional pin code access, option to enable/disable the 
ability to scan to portable USB drives , secure login via LDAP, activity logging by Login ID

File Format Outputs Single and multipage TIFF, JPEG, PDF, searchable PDF, encrypted PDF, optional JPEG compressed TIFF

Control Panel Touch screen at 93 mm x 133 mm (3.9 in. x 5.3 in.), 18-bit color, 640 x 480 resolution

On-Board Processor, Memory, Hard Drive Celeron D 2.4 GHz, 1 GB RAM, 40 GB hard drive

Scanning Technology Duplex scanning with dual CCD, 600 dpi optical resolution; Capture bit depth is 48 bits (16 x 3)
Color output bit depth is 24 bits (8 x 3); Grayscale output bit depth is 256 levels (8-bit)

Output Resolution 75, 100, 150, 200, 240, 300, 400 and 600 dpi

Imaging Features Perfect Page Scanning, deskew, autocrop

Throughput Speeds 
(portrait, letter size)

Bitonal/grayscale: up to 25 ppm/50 ipm at 200 dpi
Color: up to 25 ppm/40 ipm at 200 dpi

Feeder Up to 50 sheets of 75 g/m2 (20 lb.) paper
Special document feeder included for front-feed, front-return single document feeding

Maximum Document Size 215 mm x 863 mm (8.5 in. x 34 in.)—may be restricted at certain resolutions

Minimum Document Size Single-sheet feeding (with the included special document feeder): 50 mm x 87.5 mm (2 in. x 3.5 in.)
Multiple-sheet feeding: 75 mm x 125 mm (3 in. x 5 in.)

Paper Thickness and Weight 52–105 g/m2 (14–28 lb.) paper

Recommended Daily Volume Up to 1,000 pages per day

Approvals and Product Certifications AS/NZS 3548 Class A (C-Tick Mark), CAN/CSA-C22.2 No. 60950-1 (TUV C Mark),
Canada ICES-003 Issue 3 (Class A), GB4943, GB9254 (Class A), GB 17625.1 Harmonics
(CCC “S&E” Mark), EN 55022 ITE Emissions (Class A), EN 61000-3-3 Flicker, EN 55024
ITE Immunity (CE Mark), EN 60950 (TUV GS Mark), IEC 60950, CISPR 22 (Class A), VCCI
(Class A), CNS 13438 (Class A), CNS 14336 (BSMI Mark), UL 60950-1 (TUV US Mark),
CFR 47 Part 15 Subpart B (FCC Class A), Argentina S-Mark

Dimensions Weight: 18.1 kg (40 lbs.); Depth: 33.8 cm (13.3 in.); Width: 59.7 cm (23.5 in.); Height: 28.7 cm (11.3 in.)

What’s in the Box Kodak Scan Station 100 Plus, power cords, User’s Guide, Setup & Documentation CD-ROMs, Quick 
Install Guide, three portable USB drives, special document feeder, configuration organizer software

Accessories Available Portable USB drives, Kodak Scan Station 100 Fax Modem Accessory (Scan Station 100 units with 
serial numbers higher than 45325000 are fax modem-ready; older models may be upgraded through 
Kodak Service & Support)

Consumables Available Feed modules, roller cleaning pads, Staticide Wipes

Warranty (U.S. and Canada) One-year warranty

Recommended portable USB drive specs USB 2.0, minimum size for configuration: 32 MB, minimum size for storing images/files: 128 MB

Minimum PC configuration for bundled 
Scan Station 100 configuration organizer software

Pentium 3 Processor, 1 GHz or higher, 512 MB RAM, USB 1.1 or 2.0 running Windows XP or Windows 2000

Environmental Factors Operating temperature: 10-35° C (50-95° F); Operating humidity: 10% to 85% RH

Illumination Fluorescent (cold cathode)

Power Consumption Standby: <75 Watts; Operating: <95 Watts
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To learn more: 
www.kodak.com/go/ScanStationPlus

Service & Support
To learn more about solutions from Kodak:
Visit graphics.kodak.com

Kodak’s Graphic Communications Group: 
Beijing +86-10-6561-6561  
Guangzhou +86-20-8666-9888  
Hong Kong +852-2564-9357

 
 

Shanghai +86-21-5884-1818
Shenzhen +86-755-8835-2068
Taiwan +886-2-8751-8558


