











Spectral Sensitivity
curves

Kodak Imagelink FS Microfilm
1.4 sec. exposure; Kodak Prostar Plus Developer; Diffuse Visual

Log Sensitivity
(Sensitivity = reciprocal of exposure (ergs/sq cm)

required to produce specified density
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Kodak Imagelink HQ Microfilm
1.4 sec. exposure; Kodak Prostar Plus Developer; Diffuse Visual

Log Sensitivity
(Sensitivity = reciprocal of exposure (ergs/sq cm)
required to produce specified density

Wavelength (nm)
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Kodak Imagelink UC Microfilm 3454
1.4 sec. exposure; Kodak Prostar Plus Developer; Diffuse Visual

Log Sensitivity
(Sensitivity = reciprocal of exposure (ergs/sq cm)

required to produce specified density

250 1) 350 409 450 500 =] L] L) [LUH] 750

Wavelength (nm)

NOTE: While the data presented are typical of production coatings, they do
not represent standards which must be met by Eastman Kodak
Company. Varying storage, exposure, and processing conditions will
affect results. The company reserves the right to change and improve
the product characteristics at any time.
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Ord ering information Contact your Regional Sales Manager if you have any questions.
Microfilms

Description No/Case  CAT No.

1461 5 16 mm x 100 ft 615 R-186 Black plastic spool 20 822 3232
16 mm x 100 ft 478 Bell & Howell spool #000266A 20 881 2869

35 mm x 100 ft 425 R-200 Black plastic spool 20 840 3594

105 mm x 180 ft 832 S-126 Metal spool: in bag, box 4 834 6512

105 mm x 200 ft 906 UU Core: Bulk in a bag 8 163 1027

2461 4 16 mm x40 m 615 R-186 Black plastic spool 20 158 1263
35 mm x 1000 ft 756 U-Core: Bag 10 808 5243

35mmx40m 425 R-200 Black plastic spool 20 803 7863

3461 2.5 16 mm x 215 ft 615 R-186: Black plastic spool 20 845 1502
ggisr:e 16 mm x 215 ft 478 Bell & Howell spool #000266A 20 141 8573

Format Description No/Case
1455 5 16 mm x 100 ft 615 R-186 Black plastic spool 20 833 0896
3455 16 mm x 215 ft 615 R-186 Black plastic spool 20 826 5779
16 mm x 420 ft 407 Type B Plastic core 20 830 1475
16 mm x 1025 ft 642J | Type T Plastic core 20 811 0520

Format Description No/Case
3454 2.5 16 mm x 2000 ft 607 Type N Plastic core 10 124 8301
16 mm x 1025 ft 407 Type B Plastic core 20 892 7881
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Orderin g information Material Safety Data Sheets (MSDSs) on the chemicals (only) are available by

Chemicals calling: 1-800-242-2424, ext. 43. MSDSs are also available at:
www.Kodak.com/eknec. You will need to supply the Kodak catalog number of
the chemicals for which you need MSDSs. Call the same number for MSDSs
for the actual working solutions and caution labels for the processor tanks.

Chemical CAT No. Working Strength Solutions

Microfilm DEVELOPER and Replenisher — Concentrate at 1.7 yields

1 gal — 4/case 177 8869 32 gal

50 gal — 1 drum 190 1917 400 gal

Microfilm FIXER and Replenisher — Concentrate at 1:3 yields

1 gal — 4/case 817 7222 16 gal

50 gal — 1 drum 190 1164 200 gal

Kodak Prostar Processors Ready-to-use solution

Prostar Plus Developer: 1 gal — 4/case 102 2490 4 gal

Prostar Plus Fixer: 1 gal — 4/case 102 2656 4 gal
Disclaimer The sensitometric curves and data in this publication represent product tested

under the conditions of exposure and processing specified. They are
representative of production coatings and, therefore, do not apply directly to a
particular box or roll of photographic material. They do not represent standards
or specifications which must be met by Eastman Kodak Company. The
company reserves the right to change and improve product characteristics at
any time.
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